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PMA/TOOLS España S.L.U.
Sta. Margarida de Boada Vell 7-9
P .I. Riera de Caldes, Nave 12
08184 Palau-solità i 
Plegamans (BCN)
Tel.: +34 93 8648517
Fax: +34 93 8640020
E-Mail: info@pma-tools.es 
www.pma-tools.es

PMA/TOOLS FRANCE
Z.A.-214, rue de la Warnave
59850 Nieppe
Tél.: +33 320 970249
Fax: +33 320 326140
E-Mail: info@pma-tools.fr 
www.pma-tools.fr

PMA/TOOLS AG 
Siemensring 42
47877 Willich/Germany
Tel.: +49 2154 922230
Fax: +49 2154 922255
E-Mail: info@pma-tools.de 
www.pma-tools.de

SubsidiariesHead office 

PMA Tools Co. Ltd.
Building No. 8
East Guangzhou Road No. 188
215413 Taicang
Jiangsu Province
P .R. China 
Tel.: +86 512 33011211
E-Mail: china@pma-tools.com

PMA/TOOLS Inc.
201 Mills St.
East Flat Rock
NC 28726, USA
Tel.: +1 828 2334060
Fax: +1 828 2334070
E-Mail: info@pmatools.com
www.pmatools.com

Fully integrated protection of bottom  
moulding during the entire transport and 
storing chain

Conclusive link between lock and key

Suitable for 900 different windscreens

Sturdy and durable

Easy to install

Protects your values

TP1 and TP3 Profile Guard
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Right at the front

TP1/TP3 
PROTECT  
YOUR VALUES Application 

video



High pressure on 
self-adhesive bottom 
mouldings

TP1 and TP3:  
The lock and key  
solution

■  900 different windscreens protected by 
 only two versions: 

■  Perfect fit ü

■  Tape liner keeps everything in place

■  Safe transport and storage 

■  No need to repair or replace

Modern protection 
that pays off

■  Provides support throughout the whole transport  
 and storage chain 

■  Ready in a minute 

■  Maximum stabilisation

■  Prevents deforming or detachment  

 TP3 for wider insert sections

 TP1 for small insert sections

Deforming or detachment

Heavier 
windscreens

Long transport with 
repeated repacking

High pressure
on the self-adhesive bottom moulding

Long storage 
times

+30 %


